**APPLICATION**

- Designed to provide the framework and support for conduit systems
- Slotted hole configuration allows for attachments at various points without drilling
- Offered in 1-5/8” x 1-5/8” size, 12 gauge
- Offered in Type 316 SS and Type 304 SS
- Stocked in 10’ lengths
- Custom lengths can be made available upon request
- Manufactured in stainless steel to help prevent corrosion
- Can be installed using ordinary hand tools and require little maintenance or repair
- Provided in a bright, polished finish that does not require touch up or painting

**PRODUCT DETAILS**

**Material:**
- 316 SS and 304 SS

**Standards:**
- ASTM A240

**Country of Origin:**
- 100% Made in USA

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Size</th>
<th>Gauge</th>
<th>Description</th>
<th>Weight/Each (lbs.)</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
</tr>
</thead>
<tbody>
<tr>
<td>5000SH-316SS</td>
<td>1-5/8 x 1-5/8</td>
<td>12</td>
<td>Slotted Holes</td>
<td>18</td>
<td>1.66</td>
<td>1.68</td>
<td>0.10</td>
<td>2.00</td>
<td>0.55</td>
<td>1.11</td>
</tr>
<tr>
<td>5000SH-304SS</td>
<td>1-5/8 x 1-5/8</td>
<td>12</td>
<td>Slotted Holes</td>
<td>18</td>
<td>1.66</td>
<td>1.68</td>
<td>0.10</td>
<td>2.00</td>
<td>0.55</td>
<td>1.11</td>
</tr>
</tbody>
</table>